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Model
Normal
torque
(N.m)

Output shaft
Reduction

ratio

EPT-781A 950 2" hex shaft 3.54:1

* NORMAL INPUT SPEED 1000rpm

* WITHOUT LUBRICANTS
* PAINTED WITH SHINY BLACK PAINT, THIS OVER THE PRIMER.
* OUTPUT SHAFT DOWN MOUNTED

Maximum radial force at
the midpoint of the output

shaft
n2*h=30000(KN)

17

Maximum
axial force of

output
shaft(KN)

63

Max.
intermittent
torque(N.m)

2500

* INPUT MOTOR: SAE A FLANGE, DP12/24, Z14, 4 HOLES

Auger Drive EPT-781A

EVER-POWER GROUP CO., LTD. HZPT@HZPT.COM

HZPT@HZPT.COM EVER-POWER GROUP CO., LTD.



Model
Normal
torque
(N.m)

Output shaft
Reduction

ratio

EPT-781AC 950 2" hex shaft 3.54:1

* NORMAL INPUT SPEED 1000rpm
* INPUT MOTOR: SAE A FLANGE, DP12/24, Z14, 4 HOLES
* WITHOUT LUBRICANTS
* ONLY WITH PRIMER, WITHOUT TOP COAT
* OUTPUT SHAFT DOWN MOUNTED

Max.
intermittent
torque(N.m)

Maximum
axial force of

output
shaft(KN)

Maximum radial force at
the midpoint of the output

shaft
n2*h=30000(KN)

2500 63 17

Auger Drive EPT-781AC

EVER-POWER GROUP CO., LTD. HZPT@HZPT.COM
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Model
Normal
torque
(N.m)

Output shaft
Reduction

ratio

EPT-781D 950 2" hex shaft 3.54:1

* NORMAL INPUT SPEED 1000rpm
* WITHOUT LUBRICANTS

Max.
intermittent
torque(N.m)

Maximum
axial force of

output
shaft(KN)

Maximum radial force at
the midpoint of the output

shaft
n2*h=30000(KN)

2500 63 17

Auger Drive EPT-781D

EVER-POWER GROUP CO., LTD. HZPT@HZPT.COM
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Model
Normal
torque
(N.m)

Output shaft
Reduction

ratio

EPT-780A 2400 2" hex shaft 3.67:1

* NORMAL INPUT SPEED 1000rpm
* INPUT MOTOR: SAE A FLANGE(magneto), DP12/24, Z14, 4 HOLES
* WITHOUT LUBRICANTS
* ONLY WITH PRIMER, WITHOUT TOP COAT
* OUTPUT SHAFT DOWN MOUNTED

Max.
intermittent
torque(N.m)

Maximum
axial force of

output
shaft(KN)

Maximum radial force at
the midpoint of the output

shaft
n2*h=30000(KN)

4500 81 25

Auger Drive EPT-780A

EVER-POWER GROUP CO., LTD. HZPT@HZPT.COM
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Model
Normal
torque
(N.m)

Output shaft
Reduction

ratio

EPT-780AD 2400 2" hex shaft 3.67:1

* NORMAL INPUT SPEED 1000rpm
* INPUT MOTOR: SAE A FLANGE(magneto), DP12/24, Z14, 4 HOLES
* WITHOUT LUBRICANTS
* ONLY WITH PRIMER, WITHOUT TOP COAT
* OUTPUT SHAFT DOWN MOUNTED

Max.
intermittent
torque(N.m)

Maximum
axial force of

output
shaft(KN)

Maximum radial force at
the midpoint of the output

shaft
n2*h=30000(KN)

4500 81 25

Auger Drive EPT-780AD

EVER-POWER GROUP CO., LTD. HZPT@HZPT.COM
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Model
Normal
torque
(N.m)

Output shaft
Reduction

ratio

EPT-
780AD-M

2400 2" hex shaft 3.67:1

* INPUT MOTOR: SAE A FLANGE(magneto), DP12/24, Z14, 4 HOLES
* WITHOUT LUBRICANTS

* OUTPUT SHAFT DOWN MOUNTED

* MAX. INPUT SPEED 3000rpm

* BLACK PAINT

Auger Drive EPT-780AD-M

Max.
intermittent
torque(N.m)

Maximum
axial force of

output
shaft(KN)

Maximum radial force at
the midpoint of the output

shaft
n2*h=30000(KN)

4500 81 25

EVER-POWER GROUP CO., LTD. HZPT@HZPT.COM

HZPT@HZPT.COM EVER-POWER GROUP CO., LTD.



Model
Normal
torque
(N.m)

Output shaft
Reduction

ratio

EPT-882F 3400 2" hex shaft 5.06:1

I

* INPUT MOTOR: BMSY 160/200/250/315
* WITHOUT LUBRICANTS
* ONLY WITH PRIMER, WITHOUT TOP COAT
* OUTPUT SHAFT DOWN MOUNTED

Max.
intermittent
torque(N.m)

Maximum
axial force of

output
shaft(KN)

Maximum radial force at
the midpoint of the output

shaft
n2*h=30000(KN)

7500 81 25

* MAX. INPUT SPEED 3000rpm

Auger Drive EPT-882F
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Model
Normal
torque
(N.m)

Output shaft
Reduction

ratio

EPT-882E 3400 2" hex shaft 5.06:1

* INPUT MOTOR: SAE C FLANGE, DP12/24, Z17, 4 HOLES
* WITHOUT LUBRICANTS
* ONLY WITH PRIMER, WITHOU TOP COAT
* OUTPUT SHAFT DOWN MOUNTED

Max.
intermittent
torque(N.m)

Maximum
axial force of

output
shaft(KN)

Maximum radial force at
the midpoint of the output

shaft
n2*h=30000(KN)

7500 81 25

* MAX. INPUT SPEED 3000rpm

Auger Drive EPT-882E
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Model
Normal
torque
(N.m)

Output shaft
Reduction

ratio

EPT-995A 5000 2-1/2 hex shaft 5:01

* INPUT MOTOR: SAE C FLANGE, DP12/24, Z17, 4 HOLES
* WITHOUT LUBRICANTS
* ONLY WITH PRIMER, WITHOUT TOP COAT
* OUTPUT SHAFT DOWN MOUNTED

Max.
intermittent
torque(N.m)

Maximum
axial force of

output
shaft(KN)

Maximum radial force at
the midpoint of the output

shaft
n2*h=30000(KN)

10000 143 55

*NORMAL INPUT SPEED 1000rpm

Auger Drive EPT-995A

EVER-POWER GROUP CO., LTD. HZPT@HZPT.COM
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Model
Normal
torque
(N.m)

Output shaft
Reduction

ratio

EPT-996A 10000 2-5/8" hex shaft 19.33:1

* WITHOUT LUBRICANTS
* ONLY WITH PRIMER, WITHOUT TOP COAT
* OUTPUT SHAFT DOWN MOUNTED

Max.
intermittent
torque(N.m)

Maximum
axial force of

output
shaft(KN)

Maximum radial force at
the midpoint of the output

shaft
n2*h=30000(KN)

20000 179 65

* MAX. INPUT SPEED 3000rpm
* INPUT MOTOR: SAE C FLANGE, DP12/24, Z17, 4 HOLES

Auger Drive EPT-996A

EVER-POWER GROUP CO., LTD. HZPT@HZPT.COM

HZPT@HZPT.COM EVER-POWER GROUP CO., LTD.



Model
Normal
torque
(N.m)

Output shaft
Reduction

ratio

EPT-
NB309L2

16000 3" hex shaft 19.33:1

* INPUT MOTOR: SAE D FLANGE, DP8/16, Z13, 4 HOLES
* WITHOUT LUBRICANTS
* ONLY WITH PRIMER, WITHOUT TOP COAT
* OUTPUT SHAFT DOWN MOUNTED

NB309L2-20-HE-SAE,D,Z13

Max.
intermittent
torque(N.m)

Maximum
axial force of

output
shaft(KN)

Maximum radial force at
the midpoint of the output

shaft
n2*h=30000(KN)

30000 257 85

Auger Drive EPT-NB309L2

EVER-POWER GROUP CO., LTD. HZPT@HZPT.COM

HZPT@HZPT.COM EVER-POWER GROUP CO., LTD.
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